
 

Vandal dome, NEIUS, IP, 5M camera with 2.8mm fixed lens

1099/561

Product specification:
 Resolution 2592x1944@20fps-
 S+265/H.265/H.264-
 Min. colour lighting: 0.002Lux@F1.6-
 120dB WDR-
 Smart IR, IR Distance: 30m-
 Video Analysis. It supports line crossing and perimeter intrusion-
 Built-in microphone, SD slot, Reset button-
 Operating conditions - 35°C~65°C, 0~95% RH-
 POE, IP67, IK10-

Description
Neius cameras are characterised by professional features and ease of installation. It is ideally suited
for use in retail and residential applications, car parks, etc. The camera unit provides value-added
interfaces, such as an integrated microphone, SD card slot and reset button in the hardware, and
supports the two most commonly used VCA functions: tripwire and perimeter. Other features include
the reachable distance of the IR illuminators, the Starlight feature and the IP 67 rating, which allows
any type of installation.

Logistic data
 Packaging quantity single: 1-
 EAN single: 8021156071616-
 Base: 0 mm-
 Height: 0 mm-
 Depth: 0 mm-

Urmet S.p.A. reserves the right to make changes to its equipment at any time, without prior notice. The installation must be carried out by qualified personnel
and in accordance with the rules relating to the installation of electrical equipment in force in the country where the products are installed.
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